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., P:rtOCLrCT E:JLU:TI!l PREMIX TOPPING BULLETIN NO: J-6803 
• DP.y:;;.LL J,CCES.:ORY 1 CCM'OUND DI,1E: 11/.24/75 

.. PRODUCTS (NON-ASBESTOS) PAGE: l of 2 

APPROVALS': (1 .f\ FRODUCDiG PL\IJT: i CANCELS: J-6803 c • 
') ~~v~ ...,.. SEATTLE t . DATE: 3/10/75 

r 
BUI.k."'TIN ~ 

. . 
t-DESCRIPTIOll 1 % POUNDS GALLONS 

I .. --

165 I Ground Raw G,yp_surn I 58.47 3700 . ' 
489 I 1.16 I I Wollastonite 200 ·!; 

442 Talc t 2.37 150 I -1 i 
I • I " Celite 434 ' II 086 1.58 100 

052 Attauulgite Gel (Min-U-Gel FG) 0.79 I 50 I l 
245 Methocel 228 0.25 I 16 I 
330 PolyVinyl Alcohol 0.08 5 

453 Preservative - Dowicil 75 0.13 8 I 
. 

I ~ I 470 PVAc Rrulsion ( 4. JJ'b on solids) 5 09 122 35 

I - I 284 ' Oleic Acid . 0.38 24 

') i --I 
450 Triethanolamine ' 0.19 12 

267 Odorless Nineral Spirits l 
1.19 75 I 12 I 

Water - start i 22.37 1 416 170 II 
'' 

\Vater - adjust to std. viscositY. 3.95 250 30 II 
I 

'I 

. 
TOTAL i 100.00 6328 I: 

'! 
Wll:IDfACTU!llNG r r-;sTRucTim!s: ; 

~ . 

1. See Process Bulletin J-2. ' 
2. Dry blend all powder materials 8 minutes. . -
J. For s=er conditions add 8 gallons Ethylene Glycol per batch and increase 

Methocel to 20 lbs. per batch. 

QUALITY CO!>TROL: -

TM-1 Viscosity, Vicat, 150 gm cyl @ 5 sec. 16 - 18 mm 
TM-6 Application No lUJ;Jps 
TM-7 Workability 

I 
Equal to Standard 
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